
Installation Instructions:
Volvo C30
2006 - 2013
PSB 264F
Front Wishbone Arm Front Bushing
OE Number: 30736956
1.   Remove original bushing by pressing out or using 
      a blow torch. 
2.   Ensure outer metal casing of original rubber 
      bushing is removed, which can be done by 
      cutting with a hacksaw and knocking out with a chisel
3.   Clean housing with sand paper to remove sharp 
      edges, so as not to damage new bushing.
4.   Remove metal sleeve from new poly bushing.
5.   Lubricate inside and outside of poly bushing with 
      silicone lubricant
6.   Press two bushing halves into housing. (Rubber 
      hammer or by hand)
7.   Insert metal sleeve into bushings.
8.   The new bushing installation is now complete.

PSB 264
Front Wishbone Arm Rear Bushing
OE Number: 32418
1.   Remove original bush by knocking out with a 
      rubber mallet
2.   Clean housing with sand paper to remove sharp 
      edges, so as not to damage new bushing.
3.   Tap bushing into housing with rubber mallet. (Do 
      not attempt to remove the centre bushing as it 
      rotates inside the outer bushing).
4.   The new bushing installation is now complete.

PSB 783 (21mm)
Front Anti Roll / Sway Bar Bushing
OE Number : 3N615484AA   30666266  30683536  
                      30714555
1.   Remove metal bracket of original rubber bushing.
2.   Remove old rubber bushing and clean bar.
3.   Find slit on new poly bushing and slide over the bar.
4.   Refit metal bracket.
5.   The new bushing installation is now complete.

PSB 372
Rear Trailing Arm Bushing
OE Number : 30666821
1.   Remove worn OE bushing by pressing out or using a  
      blow torch. 
2.   Ensure outer metal casing of original rubber bushing  
      is removed, which can be done by cutting with a  
      hacksaw and knocking out with a chisel
3.   Clean housing with sand paper to remove sharp  
      edges, so as not to damage new bushing.
4.   Remove metal sleeve from new poly bushing.
5.   Lubricate inside and outside of new poly bushing with  
      silicone lubricant.
6.   Press new bushing into the arm, ensure the most  
      tapered flange faces the arm when pressing in the  
      new poly bushing.
7.   Bench vice or mechanical press can be used
8.   Once the bushing is inserted. Tap the metal sleeve   
      into the bushing, using a rubber mallet.
9.   The new bushing installation is now complete.  

PSB 373 (Installation instructions same as PSB 374)
Rear Upper Arm Bushing Kit
OE Number : 30681512

PSB 374
Rear Lower Arm Bushing Kit
OE Number : 30666072
1.   Remove original bushing by pressing out or using a  
      blow torch. 
2.   Ensure outer metal casing of original rubber bushing  
      is removed, which can be done by cutting with a  
      hacksaw and knocking out with a chisel
3.   Clean housing with sand paper to remove sharp  
      edges, so as not to damage new bushing.
4.   Remove metal sleeve from new poly bushing.
5.   Lubricate inside and outside of poly bushing with   
      silicone lubricant
6.   Press two bushing halves into housing. (Rubber  
      hammer or by hand)
7.   Insert metal sleeve into bushings.
8.   The new bushing installation is complete.

PSB 783( 18mm / 21mm)
Rear Anti Roll / Sway Bar Bushing
OE Number : 30714682 / 30714683  3M51-4A037-DB
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Please measure the thickness
of your anti roll / sway bar
to know which bushing is 

right for your vehicle.
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